






















































STATE HOSPITAL BUILDING SURVEY

ANOKA STATE HOSPITAL

Nurses Dormitory - Building No. 12

1951

22,028

Unoccupied - previously Chemically Dependent Unit.

Ground floor and 2 story, masonry, steel frame.

Wood hollow core 1 3/8 ft

Hollow metal - wood exterior

Vinyl asbestos tile, ceramic tile

Vinyl asbestos tile, ceramic tile

Vinyl asbestos tile, asphalt, ceramic tile

Plaster, face brick

Plaster, face brick, terrazzo stairs

Plaster

CEILING FINISH

BASEMENT: Plaster

1st FLOOR: Plaster

2nd FLOOR: Plaster



ANOKA STATE HOSPITAL - Nurses Dormitory - BUildiJ,lg No. 12

GENERAL MAINTENANCE & PHYSICAL CONDITION: Fair to good physical condition 
building not being maintained in unoccupied status.

HEATING, VENTILATION & AIR CONDITION: Steam fin tube radiation - 1 master electric
thermostat on first floor - poor condition. 1 ventilation unit for dining only. One toilet
exhaust fan.

PLUMBING: Adequate except for temperature control on showers. Drinking fountain
should be replaced with new refrigerator water coolers.

ELECTRICAL: Circuit and fuse panels - good condition. Incandescent and fluorescent
lighting.

ELEVATOR: None

ENERGY CONSERVATION: Fluorescent fixtures in corridors and stairways.

LIFE SAFETY: De-certified and de-licensed in 1980.

HANDICAPPED: Non-t;lccessible

ROOF: Asphalt and gravel - poor condition needs to be replaced.

EXTERIOR WALLS:
approximately 1972.

Face brick 'and stone trim and spandrel panels. Re-worked in

WINPOWS: Wood double hung and wood hopper.



STATE HOSPITAL BUILDING SURVEY

ANOKA STATE HOSPITAL

Administration Building No. 13

1917

15,773

Administrative offices, business office, program offices, medical
<:::;,....u'ULI."'-. records storage and office, Security Guards, switchboard, admissions

Basement, 2 story and attic, masonry, reinforced

Wood panel

Wood

Asphalt, concrete, carpet

Carpet, vinyl asbestos tile, terrazzo, ceramic tile.

Carpet, ceramic tile

Plaster

Plaster, marble tile partitions

Plaster

CEILING FINISH

BASEMENT: Concrete, acoustic tile

1st FLOOR: Acoustic tile



ANOKA STATE HOSprrAL - Administration Building No. 13

CEILING FINISH - Continued

2nd FLOOR: Acoustic tile, plaster

GENERAL MAINTENANCE & PHYSICAL CONDITION: Fair to good housekeeping and
maintenance. Exterior stairs need repair. Fair physical condition.

HEATING, VENTILATION & AIR CONDITION: Perimeter steam cast iron and fin tube
combination - no ventilation or toilet exhaust.

PLUMBING: Poor condition - valve shutoffs obsolete.

ELECTRICAL: Poor condition - old deteriorated wiring - some replaced.

ELEVATOR: Elevator installation held up by Department of Finance.

ENERGY CONSERVATION: None

LIFE SAFETY: Not a patient building - no citations reported.

HANDICAPPED: Non-accessable

ROOF: Asphalt shingles - re-roofed in 1966.

EXTERIOR WALLS: Face brick and stone trim - needs tuckpointing.

WINDOWS: Wood double hung with aluminum combination storm and screens.



INSTITUTION:

STATE HOSPITAL BUILDING SURVEY

ANOKA STATE HOSPITAL

BUILDING NAME OR NUMBER:

YEAR CONST: 1917

Auditorium Building No. 14

YEAR(s) REMOD: 1970 Library remodeling

GROSS AREA: 19,034

DESCRIPTION & USE: Patient Activities building. Library and office area for Industrial
Therapy on lower level.

OCCUPANCY & TYPE OF CONST: Assembly and business (library) occupancy, basement, 1
and partial 2 story, masonry, fire proofed steel frame.

DOORS: Wood panels - wood solid core.

FRAMES: Wood

FLOOR FINISH

BASEMENT: Terrazzo, asphalt, carpet in library

1st FLOOR: Terrazzo, wood strip floor

MEZZANINE: Concrete

WALL FINISH

BASEMENT: Face brick, plaster, wood

1st FLOOR: Face brick, plaster

MEZZANINE: Plaster

CEILING FINISH

BASEMENT: Plaster, acoustic tile

1st FLOOR: Plaster



ANOKA STATE HOSPITAL - Auditorium Building No. 14

CEILING FINISH - Continued

MEZZANINE Plaster

GENERAL MAINTENANCE & PHYSICAL CONDITION:
physical condition. (Library area good condition).

Fair to poor maintenance and

HEATING, VENTILATION & AIR CONDITION: Upper level steam fin tube and cast iron
combination. Forced air heat lower level except lobby which is cast iron. Thermostatic
pneumatic controls. Library, and old canteen area air-conditioned.

PLUMBING: Poor condition - old valves obsolete.

ELECTRICAL: Some fuse panels - majority are circuit breakers.

ELEVATOR: None

ENERGY CONSERVATION: Monitoring controls for heating and cooling. Demand load on
fresh air unit. Day/night controls.

LIFE SAFETY: Not surveyed as a resident patient area.

HANDICAPPED: Non-accessible

ROOF: New E.P.D.M. - Gates 1979.

EXTERIOR WALLS: Face brick and stone trim - needs tuckpointing••

WINDOWS: Wood double hung - single glazed no storms.



INSTITUTION:

STATE HOSPITAL BUll..DING SURVEY

ANOKA STATE HOSPITAL

BUILDING NAME OR NUMBER:

YEAR CONST: 1930

Service Center - Building No. '15

YEAR(s) REMOD: 1950 South Addition, 1965 remodeled into present configuration.

GROSS AREA: 9,087

DESCRIPTION &: USE: Linen room, housekeeping offices and patient laundromat, storage.

OCCUPANCY &: TYPE OF CONST: Industrial and storage occupancy, 1 story, masonry,
reinforced concrete frame and steel frame on south end, with wood fire proofed beams on
north end.

DOORS: Solid core wood

FRAMES: Hollow metal

FLOOR FINISH

1st FLOOR: Vinyl asbestos tile

WALL FINISH

1st FLOOR: Concrete, brick, plaster

CEILING FINISH

1st FLOOR: Acoustic tile

GENERAL MAINTENANCE &: PHYSICAL CONDITION: Fair to good condition - some
deteriorating plaster on interior walls below grade.



ANOKA STATE HOSPITAL -Service Center - Buildffig No. 15

HEATING, VENTILATION & AIR CONDITION: Steam fin tube radiation with 2 fresh air
units - no exhaust - pneumatic controls. Underground condensate lines being replaced with
new line above floor level.

PLUMBING: Adequate
. I

ELECTRICAL: Curuit breakers - mostly fluorescent lighting with few incandescent.

ELEVATOR: None

ENERGY CONSERVATION: . Occupied and unoccupied hookup on fans. Low demand
electric control.

LIFE SAFETY: No conditions

HANDICAPPED: Not completely accessible

ROOF: Asphalt and gravel - replaced 1973

EXTERIOR WALLS: Face brick - stone sills

· WINDOWS: Metal pivoted windows



INSTITUTION:

STATE HOSPITAL BUILDING SURVEY

ANOKA STATE HOSPITAL

BUILDING NAME OR NUMBER:

YEAR CONST: 1918

YEAR(s) REMOD: 1962

GROSS AREA: 17,180

Maintenance Building No. 16

DESCRIPTION & USE: Carpenter shop, plumbing, electric, sheet metal shops. Storage,
inventory, paint shop, offices.

OCCUPANCY & TYPE OF CONST: Industrial and storage occupancy, basement, 1 story,
masonry, reinforced concrete frame and stel frame.

DOORS: Solid core wood - hollow metal

FRAMES: Hollow metal

FLOOR FINISH

BASEMENT: Concrete

1st FLOOR: Concrete, quarry tile, ceramic tile

WALL FINISH

BASEMENT: Structural glazed units

1st FLOOR: Concrete, brick, structural glazed units

CEILING FINISH

BASEMENT: Plaster

1st FLOOR: Plaster



ANOKA STATE HOSPITAL - Maintenance Building No. 16

GENERAL MAINTENANCE & PHYSICAL CONDITION: Upper level fair
level fair to poor condition.

PLUMBING: Poor condition

WINDOWS: Metal hopper, glass block.

HANDICAPPED: Not applicable

Control air handling occupied and

HEATING, VENTILATION & AIR CONDITION: Steam space heaters and 2
Cast iron and fin tUbe. Welding and paint spray exhausted.

ELECTRICAL: Good - fluorescent lighting with some incandescent.

ELEVATOR: None

LIFE SAFETY: No citations

ENERGY CONSERVATION:
demand load shedding.

EXTERIOR WALLS: Face brick and stone trim - needs tuckpointing.

ROOF: Asphalt and gravel - replaced 1962.



INSTITUTION:

STATE HOSPITAL BUILDING SURVEY

ANOKA STATE HOSPITAL

BUILDING NAME OR NUMBER:

YEAR CONST: 1959

Food Service Building No. 17

YEAR(s) REMOD: 1980 Dining room Beautification, 1971 Air-conditioning, 1982 Canteen
remodeling.

GROSS AREA: 67,574

DESCRIPTION & USE: Food preparation and warehouse - campus canteen for employees
and patients - central patient and employee dining.

OCCUPANCY & TYPE OF CO~ST: Assembly, general industrial and storage occupancies,
basement, 1 story, masonry, reinforced concrete and steel frame.

DOORS: Solid core wood and hollow metal

FRAMES: Hollow metal

FLOOR FINISH

BASEMENT: Concrete

1st FLOOR: Concrete in warehouse, quarry tile, vinyl asbestos tile, seamless.

WALL FINISH

BASEMENT: Concrete and concrete block

1st FLOOR: Structural glazed unit, exposed clay tile in warehouse.

CEILING FINISH

BASEMENT: Concrete

1st FLOOR: Warehouse, exposed bar joist and metal deck, perforated metal, acoustic tile,
plaster.



ANOKA STATE HOSPITAL - Food Service Building No. 17

GENERAL MAINTENANCE & PHYSICAL CONDITION: Good to excellent maintenance and
housekeeping and good to excellent physical condition.

HEATING, VENTILATION & AIR CONDITION: Minimal steam fin tube perimeterriadiation,
mostly forced air handling system. Steam absorption chiller air-condition system - exhaust
system over dishwashing and cooking areas.

PLUMBING: Good condition - sewer lines replaced because of acids from foods.

ELECTRICAL: Circuit breakers - good condition, 90% fluorescent - 10% Inc~anoe:SCE;m

ELEVATOR: 2 hydraulic freight elevators - 1 fair condition and 1 good

ENERGY CONSERVATION: Monitoring controls - fans systems
occupied and unoccupied. Steam absorption unit monitored on outside air \.~III""~L

LIFE SAFETY: Non patient living area - no citations reported.

HANDICAPPED: Dining room and canteen are accessible - however no llCU,lYl\",oU,LJU'''';;;U

and

ROOF: Aspha.lt and gravel - south section re-roofed 1973, north section

EXTERIOR WALLS: Face brick - good condition.

WINDOWS: Aluminum



STATE HOSPITAL BUILDING SURVEY

INSTITUTION: ANOKA STATE HOSPITAL

BUILDING NAME OR NUMBER: North Garage - Building No. 18

YEAR CONST: Unknown

GROSS AREA: 3,999

DESCRIPTION & USE: Unheated garage for vehicle and equipment storage.

OCCUPANCY & TYPE OF CONST: Storage occupancy, 1 story, wood,frame.

DOORS: Wood

FRAMES: Wood

FLOOR FINISH

1st FLOOR: Concrete

WALL FINISH

1st FLOOR: Tile and block

CEILING FINISH

1st FLOOR: Wood frame

GENERAL MAINTENANCE & PHYSICAL CONDITION: Fair to poor physical condition.

HEATING, VENTILATION & AIR CONDITION: None



ANOKA STATE HOSPITAL - North Garage - Building No. 18

PLUMBING: None

ELECTRICAL: Incandescent lighting

ELEVATOR: Not applicable

ENERGY CONSERVATION: Not applicable

LIFE SAFETY: No deficiencies cited

HANDICAPPED: Not applicable

ROOF: Smooth surface rolled roofing - to be re-roofed in 1982 by Hosp'

EXTERIOR WALLS: Stucco over wood frame.

WINDOWS: In wood overhead doors only.



INSTITUTION:

STATE HOSPITAL BUILDING SURVEY

ANOKA STATE HOSPITAL

BUILDING NAME OR NUMBER: South Garage - BUilding No.. 19 (Old Laundry Building)

YEAR CONST: 1907 (estimate)

YEAR(s) REMOD: Unknown

GROSS AREA: 3,528

DESCRIPTION & USE: Auto mechanic shop - large vehicle

OCCUPANCY & TYPE OF CONST: Industrial occupancy, 1 story, masonry, steel trusses
with wood deck.

DOORS: Wood

FRAMES: Wood - hollow metal

FLOOR FINISH

1st FLOOR: Concrete

WALL FINISH

1st FLOOR: Brick

CEILING FINISH

1st FLOOR: Bead board

GENERAL MAINTENANCE & PHYSICAL CONDITION: Fair to poor physical condition.



ANOKA STATE HOSPITAL - S. Garage -Building #19

HEATING, VENTILATION & AIR CONDITION: Steam unit heater

PLUMBING: Adequate

ELECTRICAL: Adequate - circuit breaker, 90% fluorescent - 10% Incan<1eS!~en

ELEVATOR: None

ENERGY CONSERVATION: One inch insulation added to ceiling.

LIFE SAFETY: Non patient area - no citations noted.

HANDICAPPED: Not applicable

ROOF: Metal. standing seam roof - good condition.

EXTERIORWALLS: F~ce brick

WINDOWS: Glass block and hopper type metal.



INSTITUTION:

STATE HOSPITAL BUILDING SURVEY

ANOKA STATE HOSPITAL

BUILDING NAME OR NUMBER:

YEAR CONST: 1910

Power House - Building No. 21

YEAR(s) REMOD: 1949 - New boilers coal fired to oil, 1956 - #3 boiler.

GROSS AREA: 12,870

DESCRIPTION & USE: Central Boiler Plant

OCCUPANCE & TYPE OF CONST: Industrial occupancy, ground floor, part mezzanine and
part 2 story, masonry, reinforced concrete and steel frame. Wood deck over old part of
building.

DOORS: Wood panel

FRAMES: Wood

FLOOR FINISH

1st FLOOR: Concrete, asphalt tile, quarry tile.

2nd FLOOR: Concrete

WALL FINISH

1st FLOOR: Brick, stone

2nd FLOOR: Plaster, face brick

CEILING FINISH

1st FLOOR: Exposed steel frame and wood deck.

2nd FLOOR: Plaster



ANOKA STATE HOSPITAL - Power House - Building No. 21

GENERAL MAINTENANCE & PHYSICAL CONDITION: Building in poor
Boiler equipment appears to be in good condition. Ceiling over hot water
be structurally unsound. (On maintenance schedule for repair).

HEATING, VENTILATION & AIR CONDITION: None

PLUMBING: Fair condition except hot water lines and tanks. Need repl

ELECTRICAL: Fuses and circuit breakers - mixed old and new.

sical ndi tion.
aters appears to

ELEVATOR: None

ENERGY CONSERVATION: Small summer boiler, energy conservation computer console
located in boiler plant.

LIFE SAFETY: No citations, except for lack of automatic emergency generator.
Generator has now been authorized to proceed. Anticipated bid date October 25, ]982.

HANDICAPPED: Not applicable

ROOF: Asphalt and gravel - poor condition needs replacement.

EXTERIOR WALLS: Face brick - poor condition

WINDOWS: Steel - wood - glass block



INSTITUTION: ANOKA STATE HOSPITAL

BUILDING NAME OR NUMBER: Vail Building No.

YEAR CONST: 1964 - Center section new, No.6 - 1912, 1914.

YEAR(s) REMOD: 1978 - Life Safety, 1980 - Handicapped

GROSS AREA: 26,511, 36,100 (No.6 and 7) - Total 62,611.

DESCRIPTION & USE: Certified and licensed Hospital
and Chemically Dependent - for 129 beds. Occupational
in basement, barber shop, group therapy, activity rooms.

OCCUPANCY & TYPE OF CONST: Institutional (a) ...., .........,..... ,.,'...........
and partially 2 and 3 story, masonry, reinforced concrete
masonry reinforced concrete frame on ends).

DOORS: Solid core wood and laminated plastic.

FRAMES: Hollow metal

FLOOR FINISH

BASEMENT: Brick pavers, vinyl asbestos tile.

1st FLOOR: Vinyl asbestos tile, ceramic tile, terrazzo.

2nd FLOOR: Rubber and vinyl asbestos tile.

3rd FLOOR: Rubber and vinyl asbestos tile.

WALL FINISH

BASEMENT: Structural glazed unit, glazed brick, plaster, and ceramic tile.

1st FLOOR: Plaster, ceramic tile, structural glazed unit.

2nd FLOOR: Plaster, structural glazed unit, ceramic tile.

3rd FLOOR: Plaster, structural glazed unit.

ill, Mentally ill
offices, Chapel



ANOKA STATE HOSPITAL - Vail Building No. 36

GEILING FINISH

BASEMENT: Plaster

1st FLOOR: Acoustic tile

2nd FLOOR: Acoustic tile, plaster

3rd FLOOR: Acoustic tile

GENERAL MAINTENANCE & PHYSICAL CONDITION: Fair to poor housekeeping - fair
physical condition. Center link fair to good physical condition.

HEATING, VENTILATION & AIR CONDITION: Perimeter hot water - pneumatic controls.
Tempered fresh air system (3 fresh air fans).

PLUMBING: All replaced in old cottages No.6 and 7.

ELECTRICAL: New electric fixtures on stairs and hallways - fluorescent fixtures - some
incandescent lighting.

ELEVATOR: 2 - 1 .freight - hydraulic good condition, 1 passenger - hydraulic good
condition. 5 stop key operation - some problems with relays. Staff does own maintenance.

ENERGY CONSERVATION: New electric fluorescent fixtures. Two speed motors on fresh
air fans. Off and on for electric demands.

LIFE SAFETY: Certified and licensed - no deficiencies cited.

HANDICAPPED: Accessible



ANOKA STATE HOSPITAL - Vail Building No. 36

ROOF: Asphalt and gravel on flat area of new connecting link. Asphalt shingles on ends,
approximately 22 years old.

EXTERIOR WALLS: Face brick and stone trim.

WINDOWS: Wood double hung with combination storms.



INSTITUTION:

STATE HOSPITAL BUILDING SURVEY

ANOKA STATE HOSPITAL

BUILDING NAME OR NUMBER:

YEAR CONST: 1980

GROSS AREA: 27,332

Chemical Dependent Center - Building No. 37

DESCRIPTION & USE: Residential Treatment Facility for Chemically Dependent, male and
female. Licensed by Minnesota Health Department as Supervised Living Facility Class B.

OCCUPANCY & TYPE OF CONST: Institutional occupancy according to Life Safety Code
1973, ground and 2 story, steel fraine, masonry.

DOORS: Solid core wood

FRAMES: Hollow metal

FLOOR FINISH

BASEMENT: Carpet, ceramic tile

1st FLOOR: Carpet, vinyl, ceramic tile

2nd FLOOR: Carpet, vinyl, ceramic tile

WALL FINISH

BASEMENT: Dry wall, ceramic tile

1st FLOOR: Dry wall, ceramic tile

2nd FLOOR: Dry wall, ceramic tile

CEILING FINISH

BASEMENT: Acoustic tile

1st FLOOR: Acoustic tile

2nd FLOOR: Acoustic tile



· ANOKA STATE HOSPITAL - Chemical Dependent Center - Bldg. #31

GENERAL MAINTENANCE & PHYSICAL CONDITION: Good maintenance ~ excellent
physical condition. Areas around phones need hard surface to avoid defacing.

HEATING, VENTILATION & AIR CONDITION: Excellent condition - perimeter forced air
with reheat coils. Fin tube radiation in stairways, air-conditioned.

PLUMBING: Good condition

ELECTRICAL: Fluorescent lighting - emergency generator. Ceiling fixtures showing signs
of soil from heavy smoking.

ELEVATOR: 3 stop hydraulic

ENERGY CONSERVATION: Designed to meet present standards.

LIFE SAFETY: No deficiencies

HANDICAPPED: Accessible to present standards

ROOF: Inverted roof - I.R.M.A. - 1980.

EXTERIOR WALLS: Face brick over concrete block and 6" steel stud.

WINDOWS: Aluminum sliding with insulated glass.


